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The illustration above shows the items required to make the proper connection between the Container equipped w/ an IVO and the 
Container(s) equipped w/ an IVPO.  The maximum length of pneumatic actuation line (including Hoses) can not exceed 50 ft. (15.2 m) and 
up to 6 containers equipped w/ an IVPO. 

First remove the ¼” NPT Plug from Adaptor Nipple, then install Actuation System as shown above.  Secure Actuation tubing to a solid 
surface.  Anchoring into plaster, sheetrock wall or any other facing material is NOT acceptable.  

The Discharge Pressure Switch (p/n 02-12534) is required and is wired to the manual release contact in SHP PRO or to a monitor module in 
Cheetah Xi or Xi 50. 
 
For additional information regarding the installation and resetting of the IVPO, refer to the IVPO Data Sheet IV.1.10.01
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RESET INSTRUCTIONS
Remove IVO from Impulse Valve by removing Retaining Clip. 

Remove Safety Pin and pull the Manual Strike Button knob until it resets (clicks into place).

Insert IVO into Reset Tool and secure with Retaining Clip.

Push Reset Tool button (firmly) against a hard surface until IVO Pin resets (clicks into place).

Insert and secure the Safety Pin, remove Retaining Clip, IVO is reset and ready to be installed on Impulse Valve. 

Important Note: Check IVO to ensure device is armed before inserting on Impulse Valve.


